
49



50



51



52



53



54



55



56



57



58



59



60



61



62



63



Laboratory Accessories
Service Fixtures - Pre-Rinse Units
PR411
Deck Mounted

Application: Deck mounted pre-rinse unit for hot and cold water.
Body: Cast brass with polished chrome plated finish.
Valve Units: WaterSaver self-contained renewable units with
replaceable stainless steel seats and integral check valves. Check
valves prevent cross-mixing of hot and cold water.
Handles: Forged brass four-arm handles with color-coded index
discs.
Pre-Rinse Assembly: Self-closing squeeze valve with rubber-bound
spray head, insulated handle and locking ring. Valve is mounted on
spring loaded 39” stainless steel hose.
Inlet: 1 3/16” male shank with (2) 1/2” OD slipjoint connections.
Furnished complete with locknut, washer and inlet fittings.
ADDITIONAL MODEL

PR611 Same as above except for use with cold water only.

OPTIONS for Pre-Rinse Units

Handles: 4” Wrist blade handle in place of four-
arm handle (add suffix “BH”). Lever handle in
place of four-arm handle “(add suffix “LE”).

PR1711WS
Panel Mounted

Application: Panel mounted pre-rinse unit for hot and cold water.
Body: Cast brass with polished chrome plated finish.
Valve Units: WaterSaver self-contained renewable units with
replaceable stainless steel seats and integral check valves. Check
valves prevent cross-mixing of hot and cold water.
Handles: Forged brass four-arm handles with color-coded index
discs.
Pre-Rinse Assembly: Self-closing squeeze valve with rubber-bound
spray head, insulated handle and locking ring. Valve is mounted on
spring loaded 39” stainless steel hose.
Inlet: 3/8” IPS female union inlets. Furnished complete with
mounting shanks, locknuts and washers. If mounting shanks are to
be assembled, use suffix “WSA”.

PR1020
Deck Mounted

Application: Deck mounted pre-rinse spray unit. May be connected
directly to cold or tempered water supply or used with a foot-
operated valve (see page 54).
Spray Head: Chrome plated forged brass spray-type outlet head with
rubber collar.
Valve : Chrome plated forged brass squeeze valve with insulated
handle and locking ring.
Hose: 8 ft. reinforced PVC hose. 300 PSI maximum rated working
pressure.
Mounting: Nylon deck flange for countertop mounting.
Inlet: 3/8” IPS male swivel-type inlet.
ADDITIONAL MODEL

PR1020FSH Same as above except with 8 ft. stainless steel hose.

Vacuum Breaker: L110 in-line vacuum breaker installed
between squeeze valve and spray head (add suffix “110”).
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Laboratory Accessories
Service Fixtures - Accessories and Components

MOUNTING FITTINGS

BI131 Deck mounted turret
base. 3/8” IPS female inlet,
single 3/8” IPS female outlet.
BI132A Same as above except
with two outlets at 90 degrees.
BI132S Same as above except
with two outlets at 180 degrees.
BI133 Same as above except
with three outlets.
BI134 Same as above except
with four outlets.

BI158 Panel mounted flange. 3/8”
IPS female inlet and outlet.

BI176 Deck mounted tall turret
base. 3/8” IPS female inlet, single
3/8” IPS female outlet.
BI176-2A Same as above except
with two outlets at 90 degrees.
BI176-2S Same as above except
with two outlets at 180 degrees.
BI176-3 Same as above except
with three outlets.
BI176-4 Same as above except
with four outlets.

BI141 Panel mounted wye fitting.
3/8” IPS female inlet, two 3/8” IPS
female outlets at 90 degrees.

BI136-02-08R Mounting shank with
locknut and washer. 3/8” IPS x 2 1/2”L.
BI136-03-08R Same as above except
3 1/2”L.
BI136-04R Same as above except 4”L.
BI136-06R Same as above except 6”L.

VACUUM BREAKERS

L100 Atmospheric vacuum
breaker. 3/8” IPS female inlet
and outlet.
L101 Same as above except
with 1/2” IPS female inlet and
outlet.

L108 Dual check backflow
preventer. For continuous
pressure applications. 3/8” IPS
female inlet and outlet.

L110 Dual check vacuum
breaker. 3/8” IPS male inlet,
3/8” IPS female outlet.

L102 Atmospheric vacuum breaker for panel or wall
mounting. 1/2” IPS female inlet and outlet.
L102WSA Same as above except with mounting shanks,
locknuts and washers.
L112 Atmospheric vacuum breaker for panel or wall
mounting. 3/8” IPS female inlet and outlet.
L112WSA Same as above except with mounting shanks,
locknuts and washers.
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